TECHNICAL SPECIFICATION

FIXED HEIGHT BED

TWO WAY LONGITUDINAL TILT WITH MATTRESS

Frame

Fop

Castors

Dimension:

Material
Used

Main framework and chariot base framework of rectangular tubular
welded construction, suitably cleaned and powder coated. Bows of round
S.S. bular construction.

Top of uniformly perforated CRCA sheet suitably cleaned and powder
coated.

Castors of 12.5em rolling Dia cum swiveling type fitted to chariot base. s
per 1S-4034-1979 two castors have brake mechanism for locking.

Overall length 2160mm suitable for 100mm thick mattress of 1980mm
length approx. Overall width 1015mm. Suitable for mattress width of
910mm approx. Height 600mm. Arrangement for detachable mosquito net
rods and [.V. telescopic rods.

CRCA_SHEETS: Two sectional top of 18G IS-513 D qualits. Bow

bracket 12G CRCA sheet. Backrest section maneoured by crank
mechanism from foot end. Collapsible type fixed handle.

RECTANGULR TUBES: Outer frame, 60x30x16G horizontal transversc

member 19x38x16G. Backrest horizontal member of 50x25x16G. Chariot
frame basc of 60x25x16G. Chariot frame base of 60x25x16G or similar

ROUND TUBES: Bows outer member 31.7 Dia x 18G S.S. tubes of 302

quality. Screw mechanism of 31.75 Dia x 18G MS ERW tubes and 38mm

* Dia x 18G chariot base castor receipt tube of 31.75 Dia x 18G backrest of

Test

QObservation:

Finish

Marking

25.4mm x 16G or similar.

As 15-4033-1968-6.1.1 & 6.1.2 performance tested under a load of 200
Kegs. :

No plastic deformation in the height to take place i.e. bed to come back 1
its original dimension within (+,-) Smm tolerance.

Pretreated and epoxy powder coating of 60 microns thickness.

As per 7 of 1S-4033-1968.
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